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. Selection of TV mode 
. Number keys 
. Enter (to select a storage location number 


higher than 9 


. Contrast (+/—) 

. Brightness (+/—) 

. Colour saturation (+/—) 
. Channel storing 

. Copying key 

. Volume (+/—) 

. Channel tuning (+/—) 

. Standby key 

. Sound muting 

. Normalisation 

. Sequential storage location selection 


Teletext keys 


15. 
16. 


17. 
18. 
19. 


20. 
21. 


Selection of teletext mode 
Text display cancel 

/Return to normal text display 
Page halt/rolling 

Double character height 
/Change of half page 

/Return to normal sized page 
Mixing of TV picture and text 
/Return to normal text display 
Time-coded page/Time display 
Reveal/conceal of information on a text 
page 


Keys 16 to 21 may also be used to control your 
Salora video tape recorder through the TV, pro- 
vided that your VTR is fitted with a Wired R/C 
Input socket. Your TV must also be fitted with a 
corresponding. VTR connection (optional ex- 


tra). 


es additional information, consult your Salora 
ealer. 
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CONTROL PANEL 


. Number keys 
. Sequential storage location selection 
. Enter (to select a storage location number 


higher than 9) 


. Colour saturation (+/—) 
. Contrast (+/—) 

. Normalisation key 

. Channel storage 

. Channel tuning (+/—) 

. Number display 

. Volume control (+/—) 

. Brightness (+/—) 

. Mains switch 
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Please fold out this page before reading the instructions 


Introduction 


This instruction manual contains the proce- 
dures to be carried out before using the new 
equipment for the first time. There is also a 
brief description of each function of the recei- 
ver. 


If your dealer has preset the receiver to the 
programmes which can be received in your 
area, you don’t have to carry out the procedure 
outlined on page 3. Connections of external 
devices and a Quick Service Check are also 
included in this manual. 


This manual also contains a brief description 
of teletext functions and instructions on how 
to use the handset for teletext information. 


To get the best from your TV receiver, please 
read these instructions carefully. 
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QUICK OPERATING GUIDE 


Install your TV receiver in a place where there 
is enough space around the set for adequate 
ventilation (see the picture series provided in- 
side the back cover). Avoid a hot place e.g. 
where there is direct sunshine. 

Avoid placing tape recorders, tapes or casset- 
tes too close to the TV receiver. The recom- 
mended minimum distance from a speaker is 1 
m (3 ft). 


Connections 


Connect a round (coaxial) aerial cable to the 
aerial input socket. 


After unpacking, allow the TV receiver to reach 
the ambient room temperature before you con- 
nect the set to the mains (220V/240V 50 Hz). 


Switching the TV ON and OFF 


Insert a battery to the remote control handset 
and then press the TV key on the handset (see 
page 8 for details). 


Press in the mains switch. The TV receiver is 
now switched on to storage location no. 1. With 
the mains switch in the depressed position the 
receiver functions can be controlled with a re- 
mote control unit: 


TV is switched to standby with key ©, 


and is switched ON with key TV or number 
keys 0-9. 


* 


* 


Tuning the TV-channels 


To obtain an instant picture, proceed as fol- 

lows: 

1. Switch on the receiver. Storage location 

no. 1 will be displayed. 

2. Press the ~+ key and hold it down. The 
receiver starts searching the TV channels 
— first slowly and then quickly — as long 
as you hold the key depressed. Release the 
key as you locate your desired channel. If 
the search passes over the channel, you 
may tune backwards using key —<. 

. Fine tune the picture to the optimum by 
briefly pressing the tuning keys —< and 
++, see the picture series provided inside 
the back cover. 

. Press the memory key ~M and the TV chan- 
nel is stored in storage location number 1. 


Picture and Sound Adjustments 


(—) decreases 
(+) increases 

@ contrast 

@ colour saturation 
‘CO; brightness 
«sound volume 


IN ORDER TO OBTAIN THE BEST RESULTS, 
PLEASE READ THIS INSTRUCTION MANUAL 
THOROUGHLY! 


SETTING UP YOUR RECEIVER 
TV Set Location 


Install your receiver 

— ina place with enough space around the 
set for adequate ventilation (see the pictu- 
re series provided inside the back cover). 

— avoid a hot place e.g, where there is direct 
sunshine. 

Avoid placing tape recorders, tapes or casset- 

tes close to the receiver. The recommended 

minimum distance from a speaker is 1 m (3 ft). 


Connections 
Connecting to the Mains 


Before you connect your colour TV-receiver to 
the mains (220 V/50 Hz, in U.K. 240 V/50 Hz), 
make sure that any condensation which may 
occur on the receiver has evaporated and that 
the TV has reached the ambient room tempera- 
ture. When a cold set is transferred to a warm 
room, condensation may form e.g. on the 
screen, which may result in malfunction or 
even cause damage to the set. 


This receiver will work perfectly with + 10% 
fluctuations in the mains, i.e within the voltage 
range of 198 V - 264 V. 


If you plan to bexaway from home for an exten- 
ded period, e.g., on holiday, we recommend 
that you disconnect both the mains plug from 
the wall socket and the aerial cable from the 
receiver. 


Connecting the Aerial 


Connect the TV, using a 75 ohm coaxial cable, 
to the aerial or central aerial network, Fig. 1. If 
you have a twin lead aerial cable, it has an im- 
pedance of 240 ohms. In this case you have to 
use a 240/75 ohm aerial matching transformer. 


Connections are discussed in detail on page /7. 


Remote Control and Control 


Panel 
(Fold out the front cover) 


Receiver functions can be controlled both with 
a remote control handset and with the keys on 
the receiver control panel. 


Remote Control Handset 


When used, the remote control handset must 
be pointed towards the remote control sensor 
situated below the TV screen, Fig. 2. Press only 
one key at a time. 

The handset cover may be opened by gently 
sliding it downward to expose the battery com- 
partment, Fig. 3. The keys situated behind the 
cover are those not normally required in daily 
use. 

Insert the battery (9V, type IEC 6F22), as shown 
in Fig. 4. After inserting the battery, first press 
the TV key on the handset. 


Receiver Control Panel 


The keys on the control panel which is located 
at the top-right corner of the receiver are used 
for selection of storage location, channel 
search and storage. There are also normalisa- 
tion and picture & sound control keys. 


OPERATING THE TV 
Mains Switch © 


Press in the mains switch, 

— the receiver will be switched ON to storage 
location no. 1 

— the receiver can be operated with the remo- 

te control unit 

you may switch the set to standby with 

handset key © (a red horizontal bar amv is 

shown on the number display). 

you may switch the TV ON with number 

keys 0-9 or the TV key. 


However, we recommend you switch the set 
ON and OFF at the mains switch, using the 
standby switch ® for only short ’off’ periods. 


Channel Search and Storage 


The receiver is provided with 56 (0 - 55) storage 
locations for storing the tuning information of 
the desired channels, of which storage loca- 
tion no. 0 has been reserved for use with a vi- 
deo equipment connected to the audio/video 
(SCART) socket, e.g. a video tape recorder. The 
selected storage location is shown in the num- 
ber display unit. 


Select the storage location no. using the keys 
on the handset or control panel as follows: 


* storage locations 0 - 9 are selected with 


keys 0 -9 

storage locations 10 - 55 are selected by 
first pressing key * and then number keys 
0-9. 


The storage locations can also be selected 
sequentially using stepping key O on the 
handset. After storage location 55 the re- 
ceiver shifts to no. 0 automatically. 


In case the number keys on the handset are 
inoperative, press the TV key. 


To store the tuning information of a TV-chan- 
nel, proceed as follows: 


Select the storage location as discussed 
above. The display will show the storage 
location number. 


1) 


Press the ~+ key and hold it down. The 
receiver starts searching the TV channels 
— first slowly and then quickly — as long 
as you hold the key depressed. Release the 
key as you locate your desired channel. If . 
the search passes over the channel, you 
may tune backwards using key —<. In this 
way you may quickly locate channels. Then 
adjust fine tuning to the optimum by briefly 
pressing the tuning keys —+ and >+, see 
the picture series provided inside the back 
cover, Fine Tuning’. 


When you press the tuning key —+ or > + 
the display unit will show on which band 
the search is taking place and also the cur- 


rent location of the search within that 
band. 


d 
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Above these indicators there are two horizon- 
tal bars «mr to indicate the progress of the 
search within each band. 


Example: 


Beginning of the band ar ine 
Middle of the band mak Yeas 


End of the band 


3. Press the memory key -M, if you wish to 
store the channel in the selected storage 
location. 


Store the other desired channels following the 
above steps 1 to 3. 


A good aerial is required to obtain a good pic- 
ture. The aerial must also be correctly sited 
and the aerial cable properly connected. 


If you have acquired the optional teletext ac- 
cessory, check that characters are displayed 
correctly. In case there are incorrect charac- 
ters, perform channel tuning carefully. 


Copying 


If you wish to copy a programme from one sto- 
rage location to another, for example, from sto- 
rage location no. 1 to storage location no. 15, 
proceed as follows: 
— Press number key 1. 
— Press P. 
An indicator dot is illuminated at the upper 
left corner of the number display to indica- 
te copying mode. 
— Select the new storage location. 
Press keys *, 1 and 5. 
— Press the memory key ~M. 
The copying mode indicator ceases to light 
after a period of about 13 seconds or when 
pressing of the TV key. 


indicates 


copying mode SS 
ow, wz, 
( -| 


Um 


Picture and Sound Adjustments 


Contrast @ and Brightness -O: 


Adjust the contrast to a minimum with the 
contrast — key. Adjust the brightness until the 
darkest areas in the picture appear black. Now 
increase the contrast to suit the level of ligh- 
ting in the room. 

Too high a brightness level will increase power 
consumption and degrade colour quality. 


Colour Saturation @ 


The adjustment of the colour saturation is per- 
formed according to the picture series provi- 
ded inside the back cover. The colour satura- 
tion is increased with the + key and decreased 
with the — key. 


Volume «fl 


Pressing the + key will increase the volume 
and the — key will decrease it. 


Muting qq 

You can attenuate the sound quickly by pres- 
sing the muting key q (e.g. when a telephone 
call is received). 

The sound is restored 

— by pressing key q] again, 

— with the volume (+/—) keys 


A dot lights up after the digit display during 


. 
ee 


indicates muting 


Normalisation WN 


When the receiver is switched on, picture ad- 
justments brightness, contrast and colour satu- 
ration as well as sound volume will automati- 
cally be at the normalisation levels preset and 


_ stored at the factory. These values are the sa- 


me at all storage locations. If necessary, you 

may also change these normalisation levels to 

suit your personal taste as follows: 

— adjust the preferred levels of brightness, 
contrast and colour saturation as well as 
volume, 

— press keys ~M and N in sequence within 
1.5 sec. 


If you wish to change the picture and sound 
levels temporarily, you can do this normally 
with the + and — keys. When the normalisa- 
tion key N on the handset or the control panel 
is pressed, contrast, brightness and colour sa- 
turation are reset to the normalisation values 
stored in the receiver’s memory. The N key af- 
fects picture adjustments only. 


Pr 


USING THE HANDSET FOR 
TELETEXT INFORMATION 


A teletext decoder is available as an optional 
extra for all receiver models. 


1. Introduction 


This part of the instruction manual contains a 
brief description of teletext system and inst- 
ructions on how to use the handset for page 
selection and other teletext functions. 


Keys used in teletext operation 

— number keys 0 - 9 and 

— keys O and * as well as 

— keys with yellow printing above 


Important! 


Please retain this instruction manual for future 
reference. If you acquire a teletext accessory 
later on, the accessory kit does not include an 
instruction manual. 


When the handset TEXT-key is pressed, the set 
turns to the teletext mode even if the receiver 
is not equipped for teletext. At that time the 
number keys will be inoperative. To change to 
the TV mode press the TV-key. 


2. Teletext Operating Instructions 


Teletext is the general name for the system in 
which written material and/or graphic pictures 
not pertaining to the TV-programme are added 
to the conventional TV-transmission. These so- 
called text-pages can be displayed on a TV set 
equipped with the teletext facility either in lieu 
of the TV-picture or superimposed on TV- pic- 
ture. By means of the teletext system the sub- 
as of TV-programmes can also be transmit- 
ed. 


Television mode is always obtained when the 
receiver is switched on. To switch into the tele- 
text mode first select a TV-channel offering te- 
letext at the time. 


Under weak reception conditions it may be ne- 
cessary to check receiver tuning (—<+,-+) to 
ensure faultless teletext operation. 


3. Selection of Teletext Mode 


When the TV is switched on, the receiver auto- 
matically goes into the TV mode. To switch to 
the teletext mode press the TEXT key, and the 
index page (p. 100) is automatically obtained. 
To return to the normal TV mode press the TV 
Key. 


Handset Keys in Teletext Mode 


TEXT Selection of teletext mode 
0...9 Page selection (always three digits) 
O Sequential forward selection 
of pages/sub-pages 
* Previous page 
(page 300 at switch-on) 
TIME Time-coded page selection 
[Time display in TV mode. 
HOLD Page halt 
Ipage rolling 
REV Reveal/conceal of information on a 
text page 
UPD Text display cancel 
/Return to text display 
EXP Double-height characters 
/Change of half page 
/Return to normal-sized page 
MIX Mixing of TV-picture and teletext 


/Return to normal text display 


Picture and sound volume adjustments as well 
as muting can be controlled in teletext mode, 


too. 


4. Selection of Teletext Page 0...9 
Teletext Page 


A teletext page consists of a header line and 
the actual text portion. The display is made up 
of 24 rows. The header line is composed of the 
selected page number preceded by character S 
and a header specific for the broadcasting 
company. In the header are the number of the 
received page and, at the end of the line, the 
date and time display. Some pages are subdivi- 
ded in a series of sub-pages that rotate in se- 
quence at a constant rate. Other pages may 
contain concealed information (for example, 
co..;cealed answers) which can be revealed by 
the set operator by pressing the REV key. 


Page Selection 


A page is selected by pressing three number 
buttons in sequence. Pages 100 - 899 are se- 
lectable. When the first digit has been entered 
the page number at the top-left of screen turns 
blue-green and question marks appear in the 
tens’ and units’ positions (e.g. S2?7). 

After the third digit has been entered rolling 
page numbers are presented until the request- 
ed page is received. The previous page is dis- 
played until the new page is received. The page 
number received turns white when a correct 
page is received. A blue-green-coloured page 
number indicates poor reception conditions. 


Pages can also be selected in a sequential 
manner with the sequence key J. 


If the requested page is not in transmission, 
select a new page number (index = 100). 


5. Page Selection Using Key TIME 


This teletext receiver is provided with eight in- 
dividual page memories for the following 
pages: 

— Previously selected page which can be re- 
called by pressing *. 

— Present page on the screen. 

— The next five pages after the present page 
on screen. These pages can be instantly 
displayed by pressing sequence key Z. 

— One _ individually selectable time-coded 


page. 
Time-Coded Page Selection 


You may select a coded page as your favourite. 
This will be retained in the memory until the TV 
is switched off. 


A time-coded page is shown on the screen by 
pressing key TIME. When the TV is switched 
on, this page memory always contains page 
100. 


A time-coded page can be selected in the follo- 

wing manner: 

— Press the TIME key and the page number 
and the T code in the end of line turn yel- 
low. 

— Select your desired page number (three di- 
gits). The decoder now seeks the selected 
page number without a time code. 

— TXX.XX starts to blink to indicate a time 
code or a sub-page«code can be selected. 
This code is a four digit number between 
00 00 and 39 79 (e.g. a time code 12 30 or 
sub-page code 00 03). 


* Provided the broadcaster is transmit- 
ting this facility, the time-coded page 
enables you to capture information in 
the page memory at a chosen time de- 
fined by the time code. After storage, 
this information is not updated. 


* An individual sub-page from a series of 
rolling pages can also be selected by 
enn the respective sub-page num- 

er. 


While waiting for the coded page you may view 
normal programmes by pressing UPD. Page re- 
ception is indicated by displaying a boxed hea- 
der line at the top of the screen for five se- 
conds. To return to the text mode press key 
UPD again. 

The TIME mode can be escaped by pressing 
TEXT. You may watch or request other pages 
during the search of the coded page. 


Time Display During Normal Viewing, TIME 


In the television mode the use of this key gives 
time display on the screen. Pressing the TIME 
key again or any other command removes the 
time display. 


6. HOLD 


Some pages contain more information than 
can be displayed on the screen at atime. These 
are therefore subdivided in a series of sub-pa- 
ges, which are rotated” in sequence. You may 
halt this rotation by pressing the HOLD button. 
A green text HALT is then displayed at the top- 
right of the screen. The Halt function does not 
work in TIME or UPD modes. 


To cancel this operating mode press HOLD 
again, or the TEXT key, or enter a new page 
number. 


7. Reveal, REV 


Some pages may contain concealed informa- 
tion which can be revealed by pressing REV, 
e.g., a quiz page with concealed answers. You 
may conceal information again by pressing the 
REV key. 


8. Text Display Cancel, UPD — 


The UPD key offers you the TV picture in the 
teletext mode. This facility allows you to send 
teletext commands without interrupting a TV 
programme, e.g. page selection and selection 
of a time-coded page. 

You can view a normal TV-programme while 
waiting for reception of the selected page. 
Display cancel mode is not possible in the 
HOLD mode. 


If, after requesting a new page, you select the 
UPD mode, page reception is indicated by dis- 
playing the header line on the screen for five 
seconds. 

The whole page is brought on the screen by 
pressing the UPD again or with the TEXT key. 
Newsflashes and subtitles are displayed imme- 
diately when they are received. 


9. Double-Height Characters, EXP 


The EXP key allows you to display either the 
top or bottom half of the selected page. The 
third press of the key restores the whole text 
page. The whole page can also returned by 
pressing TEXT. 


10. MIX 

Press MIX if you wish teletext information to 
be superimposed on normal picture. Press MIX 
again, or TEXT to revert the teletext mode. 


tis 1¥ 


Press the TV key to revert from teletext to the 
normal TV mode. 


CONNECTIONS 


Aerial connector 
IEC 169-2/DIN45325 


An RF video tape recorder or, for example, a 
TV-game or a home computer may also be con- 
nected to the aerial input socket. Any of stora- 
ge locations 1 — 55 can be preset for use with 
this equipment. 


To connect a home VTR to your receiver: 
Connect the coaxial cable from the RF OUT 
socket of the VTR to the aerial socket of your 
TV. Connect the aerial cable to the RF IN soc- 
ket of the recorder, see Fig. 5. 


Audio/Video Socket (SCART-Eurosocket) 


A video tape recorder, video disc player, TV ga- 
mes, a home computer or a video camera can 
be connected to this AV socket with an approp- 
riate connecting cable, see Fig. 6. When stora- 
ge location 0 is selected, the TV is switched for 
direct video input mode and the aerial socket 
and early RF stages of the receiver are by- 
passed. Your TV dealer can advise you about 
the right connecting leads. 


Specification of the connector 


= 


. Audio output 1, right channel 

. Audio input 1, right channel 

. Audio output 2, left channel 

. GND (audio) 

. GND (blue) 

. Audio input 2, left channel 

RGB input, blue (B) 

. Switch signal video (status) 

. GND (green) 

. Reserved for clock signals (not connected) 

. RGB input, green (G) 

‘ a for remote control (not connec- 
te 

13. GND (red) 

14. GND (not connected) 

15. RGB input, red (R) 

16. Switch signal RGB (blanking) 

17. GND (video) 

18. GND (blanking) 

19. Video output 

20. Video input 

21. Shield 
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OPTIONAL EXTRAS 


Teletext 
(Kit no. 6570001) 


A teletext decoder is available as an optional 
extra for your receiver. Teletext is the general 
name for the system of transmitting written 
material and graphic characters through televi- 
sion broadcasting network. Consult your dea- 
ler for additional information. 
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13 5 7 9 11 1315 17 19 21 


PPP SPP PPPrt 
PPPEPPPh php 


2 4 6 8 10 12 14 16 18 20 


Quick Service Check 


Programme transmissions occasionally suffer 
from disturbances. This guide serves as a refe- 
rence in checking if the disturbances in recep- 
tion are due to changes in the receiver control 
settings or if their origin is in the transmission. 
Should these checks fail to rectify the trouble, 
please contact your dealer or nearest authori- 
sed Salora service. 


No picture or sound, programme number indi- 

cation on the control panel dead 

— Check the ON-OFF button is in the depres- 
ae position. Check the mains plug and 
use. 


No picture or sound in spite of the storage lo- 

cation number display on the control panel 

— Check the contrast, brightness and volume 
settings. 


No picture, sound normal 
— Check the brightness and contrast set- 
tings. 


Number keys inoperative 
Check that the receiver is not in the text 
mode. Press the TV-key. 


White spots on the screen, sound hissing 

— ih a that the aerial is plugged in correct- 
y. 

— Check other programmes as the transmit- 
ter may not be operating. 

_— Check that the channel is stored in the pro- 
gramme memory. 

Press and hold the ~+ key until you locate 

_your desired TV channel, then press the memo- 

ry key -M. 


Technical Data 
Mains voltage 
Aerial connection 


Picture IF/Sound IF 39.5 MHz & 6 MHz 


20L37 ear 26L37 
Picture tube 20° 90" 22” 110°..20° 1710" 
Power consumption 
for normal viewing 55 VV 60 W 60 W 
Dimensions Width 57.5.6m. 61.5om:- 70cm 
Height 426m... 45.5>¢m ~~ 515.cm 
Depth 46cm 42cm 47 cm 
Weight 20kg 26 kg 33 kg 


Weak picture and/or sound 
— Check that the aerial is plugged in correct- 


ly. 


No colour or weak colour 
Check the colour saturation adjustment 
and fine tuning. 


No sound 
— Check the volume control adjustment 


Remote control inoperative 

— Check that the receiver is not in the text 
mode. Press the TV-key. 

— Check the handset battery. 


Note: In case there are colour inconsistencies 
in the picture, switch the receiver off with the 
mains switch for at least 10 minutes before 
switching it on again. 


220 V (in U.K. 240 V) + 10%/50 Hz 
75/60 Ohm 1EC169-2/DIN45325 VHF/UHF 


A.C. MAINS CONNECTION (in U.K.) 


The required mains supply is 240 Volts (50 Hz). 
The wires in the mains lead are coloured accor- 
ding to the following code. 


Blue Neutral 
Brown Live 


If the colours of the wires do not correspond 
with markings in your plug you then must pro- 
ceed as follows. 

The blue wire should be connected to the ter- 
minal marked ’’N”’ or coloured black. The brown 
wire should be connected to terminal marked 
"L” or coloured red. If the mains plug (or adap- 
tor) contains a fuse the value of this fuse 
should be 5 Amp. Alternatively if another type 
of plug is used the fuse at the distribution 
board should not be greater than 5 Amp. _— 


ADJUST FOR A PICTURE QUALITY INDICATED IN THE MID ROW 


WRONG 


Fine tuning 


Contrast 


Colour saturation 


PLACING THE RECEIVER ON A BOOKSHELF 


od 


RIGHT 


WRONG 


5cm 


11cm 


PL 14, 24101 SALO, Finland 


SALORA 


Tel. 924-3011, Telex 6818 SARA SF 


SVERIGE: SALORA AB 
Drivhjulsvagen 22 


12612 STOCKHOLM Tel. 


NORGE: SALORA Norge A/S 
Hvamstubben 8 


2013 SKJETTEN Tel. 


DANMARK: SALORA AIS 
Horskeetten 3 


2630 TASTRUP Tel. 


UNITED KINGDOM: SALORA (U.K.) Ltd. 


Bridgemead Close 
Westmead 


SWINDON, WILTSHIRE SN5 7YG Tel. 


BELGIUM: FINNIMCO PVBA 
Kattenberg 109/113 


2200 ANTWERP Tel. 


DEUTSCHLAND: SALORA G.m.b.H 
Eiffestrasse 600 


2000 HAMBURG 26 Tel. 


OSTERREICH: SILVA SCHNEIDER 
Hochthronstrasse 1—/ 


5083 GARTENAU - SALZBURG _ Tel. 


HOLLAND: - GENERAL CORPORATION _ 


JAPAN (NL) BV 
P.O. Box 91 


4130 EB VIANEN (ZH) Tel. 


FRANCE: BISSET Groupe Industries 
30—32, Quai de la Loire 


75019 PARIS Tel. 


SCHWEIZ: TELANOR AG 
Bachstrasse 42 


4654 LOSTORF Tel. 


ITALIA: SALORA ITALIA S.p.A. 
Via Monte Grappa 28 


24040 LALLIO (BG) Tel. 


IRELAND: KILROY BROTHERS LTD. 


Shanowen Road 
Whitehall 


DUBLIN 9 Tel. 


452820 


840210 


524444 


644223 


2361808 


2111960 


3581 


73744 


46070603 


062-481771 


690290 


423966 
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